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CSA INTERNATIONAL

Certificate of Compliance

Certificate: 1383191 (LR 96359-1) Master Contract: 163065

Project: 1803864 Date I ssued: 2006/08/22

I ssued to: Mesa Laboratories, I nc.

12100 W. 6th Ave.

L akewood, CO 80228
USA

Attention: Ward Clark

The products listed below are eligible to bear the CSA Mark shown

Issued by: Ron Wachowicz, C.E.T.
®

Authorized by: Patricia Pasemko, Operations
Manager
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PRODUCTS

CLASS 225803 - PROCESS CONTROL EQUIPMENT - Intrinsically Safe and Non -
Incendive Systems - For Hazardous L ocations

Classl, Groups A, B, C and D; Class I, GroupsE, F and G; ClassllI; Enclosure Type 4; Temperature
Code T4A.

Wireless Tracer Sensors, "Micropack Datatrace", Field Replaceable Battery "FRB Datatrace", and "Flatpack
Datatrace", battery-operated ("Eagle-Picher" Model LCT-7PN (P/N MAP-9195) or "Electrochem" P/N
BCX72-3B50 or "Electrochem" P/N BCX85-3B50), intrinsically safe with probe.

NOTE: The specific part numbers for the sensors listed above represent changes in mechanical features or
Non-Critical components only.
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APPLICABLE REQUIREMENTS

CSA Standard C22.2 No. 0-M91- General Requirements Canadian Electrical Code Part II.
CSA Standard C22.2 No. 94-M91 - Special Purpose Enclosures.
CSA Standard C22.2 No. 142-M1987 - Process Control Equipment.

CSA Standard C22.2 No. 157-92 - Intrinsically Safe and Non-incendive Equipment for Use in Hazardous Locations.
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